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NUGGET Rigging

Scale 1/2" equals 1'

Diamond stays 1/8" SS 1X19

5/8" sail track
2 sheaves in masthead for main halliard B
3 3/4" wide at top

2" tang

Upper spreaders tilt slightly upward
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Rough cuts to be made
along 2 X 6" fir mast
2 X 3 boom similar

Mast thru-bolts at spreaders 3/8" dia/ SS

1/2 SCALE

Spreaders ea. 14" long, made of 61ST
aluminum tube, 3/4" OD, 16 ga.
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All tangs 1 1/4" X 1/16" SS
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SCALE: 1" equals 1'

Mast tapers on forward edge above
upper spreaders: from 6" down to 3 3/4"

4" tang for shrouds (side stays)

LSO\
\ 2 tangs, ea. 12" long, joined for jib stay
6" tang for diamond stay ¥

4'" diam. Fiberglas washer, 1/16"" plus thick

Jib halliard block screwed to mast

5/32nd S$ 1 X 19 Jib stay

5/32nd SS 1 X 19 side stay
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I#Z Diamond stay tangs 2" long

( 6” b

MATERIALS for NUGGET

Central Hull

Plywood (marine or exterior grade

1/4" ply 10 sheets 4 X 8 for planking

3/8" ply 8 sheets 4 X 8 for decking

3/4" ply one sheet 4 X 8 for Rudder, Dagger Board, Stem, Jib cleat brace

Light weight boat building wood

1 1/2X 4 22' long beveled per plans for keel

3/4 X 2 beveled per plan 44 lin ft ;chines

3/4 X 1 1/2 120 lin ft for deck, underdeck and coaming stringers
3/4 X 1 130 lin ft stringers for side and bottom, lower frame facing
3/4 X 2 70 lin ft for upper frames and deck beams

1 X 1 8 lin ft for dagger board case

Floats
1/4" ply 10 sheets 4 X 10 sides, tops, of Floats

3/4 X 1 80 lin ft deck stringers

3/4 X 13/8" 80 lin ft Float frames, deck beams
3/4 X 3/4" 80 lin ft intermediate stringers

3/4 X 1 1/4" 40 lin ft Float deck longitudinals
3/4 X 1 3/4" 40 lin ft Float keels

Spars (Note: If Spruce is used, dimensions must be net; if a stiffer
wood such as Fir is used, finished dimensions (S4S) are OK

2 X 6" 28' long for mast

2 X 3 13"3" long for boom (Spruce best)

4 X 4" 2 pieces, ea 14' long, for cross-arms

2 X 4" 2 pieces 8' long for shroud beams
X3 " " " " outside deck beams




